
LOAD CELL ÖZELLİKLERİ
Kantarın büyüklüğüne göre her biri 30 ton kapasiteli
baskı tipte çalışan 4 ila 10 adet load cell
kullanılmaktadır. Paslanmaz çelik gövdesi ile korozyona
karşı oldukça dayanıklıdır ve zorlu endüstriyel
koşullarda uzun yıllar sorunsuz çalışır. Standart montaj
kitleri yanal yüklere karşı tam koruma sağlar.OIML R60
C4 onaylı ve IP68 koruma sınıfı.

 KANTAR PROGRAMI
 Tuna windows tabanlı kantar programı bilgisayar
kullanmayı bilen herkesin kolayca kullanabileceği
basitlikte olmakla beraber güçlü veri tabanı ile gelişmiş
raporlama,xml,excel,pdf,html,txt olarak veri disari
atma, web rapor modulü ile birbirinden uzak
kantarların verilerini merkezi bir noktada birleştirme,
fire hesaplamasi , sabit daralı araçları kolayca
tartabilme, ışık yönetim sistemi ve kamera ile plaka
okuma sistemi programa entegre edilebilinir.
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1/30000 A/D çevrim hızı
Güçlü anti vibrasyon yazılımı
Sıfır takibi ve otomatik ve manuel
sıfırlama aralığı
Dijital filtreleme ayarı
Düşük batarya uyarısı ve batarya
bittiğinde otomatik kapanma

LOAD CELL FEATURES
Depending on the size of the scale, 4 to 10 load cells are used, each
working in compression type, with a capacity of 30 tons. With its stainless
steel body, it is highly resistant to corrosion and has worked smoothly in
harsh industrial conditions for many years. Standard mounting kits provide
full protection against lateral loads.OIML R60 C4 approved and IP68
protection class.

SCALE PROGRAM
Tuna Windows-based scale program is simple to use by anyone who knows
how to use a computer, but with its powerful database, advanced reporting,
exporting data as XML, excel, pdf, HTML, and txt, combining the data of
remote scales at a central point with the web report module, waste
calculation Easy weighing of fixed-tare vehicles, light management system
and camera and plate reading system can be integrated into the program.

1/30000 A/D conversion rate
Powerful anti vibration software
Zero tracking and automatic and manual reset
interval
Digital filtering setting
Low battery warning and auto shut off when battery
runs out

    TS-3 Serisi taşıt kantarları komple çelik platformludur. Özellikle fabrika
girişlerinde,zeminde yer kaplamayan,zemin altına monte edilen dar alanlarda
araçların manevra kabiliyetini yükselten,zorlu ağır hizmet koşullarında uzun
yıllar sorunsuz çalışabilen, komple çelik platformdan oluşan kantar modelidir.
Platformda IPE cinsi çelik kullanılmaktadır. Üst kaplama sacı kantar
kapasitesine göre değişmekle birlikte en az 10mm kalınlığındadır. TS-3 serisi
kantarlarda ebatlarına göre 4 ila 10 adet arasında her biri 30 ton kapasitede
OIML R60 standartlarında C4 sınıfı paslanmaz çelik, CT-30t model yerli üretim
yük hücreleri  (Load cell) kullanılır.

TS-3 Çukurlu Taşıt Kantarı

TS-3 Series truck scales have a complete steel platform. It is a weighbridge
model consisting of a complete steel platform, which does not take up space on
the ground, increases the maneuverability of the vehicles in narrow areas
mounted under the ground, can operate without any problems for many years
under difficult heavy-duty conditions, especially at factory entrances. IPE type
steel is used on the platform. Although the top coating sheet varies according to
the weighing capacity, it is at least 10mm thick. In TS-3 series scales, 4 to 10
units of 30 tons capacity each, C4 class stainless steel according to OIML R60
standards, CT-30t model domestically produced load cells are used.
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