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Tuna T360C İndikatör

 Ürün Kodu:      

 

Pano tipi montaj yapısı ile
kurulum alanından tasarruf edin
Yeni nesil yerleşik yüksek hızlı
işlemci, anti-parazit üzerinde
güçlü
Optimize edilmiş dijital filtre ve
hızlı takip teknolojisi
16 bit hassas DA çıkışı, 4 ~ 20mA
/ 0 ~ 10V mevcuttur
Gömülü malzeme aktarım
kontrolü
Gömülü Ayar noktası
karşılaştırma işlevi
Otomatik sıfır izleme mevcut
Sıfır kullanılabilir güç
İzole RS232 / RS485 seri arayüz
Standart MODBUS RTU protokolü
İsteğe bağlı Profibus DP arayüzü

Tuna T360C panel tipi gösterge cihazıdır. Küçük ebatları sayesinde çoklu panel
gösterge uygulamaları için ideal çözüm sağlar. Pano Tipi Montaj yapısı, tasarruf
etmek için kurulum alanından tasarruflu bir yapı sunar. Yüksek hızlı işlemci ve
anti-parazit üzerinde güçlü, optimize edilmiş dijital filtre ve hızlı takip teknolojisi,
4-20mA/010V analog çıkışı,(opsiyonel) , gömülü malzeme aktarım kontrolü,
gömülü ayar noktası karşılaştırma işlevi, otomatik sıfır izleme, sıfır kullanılabilir
güç, izole RS232/RS485 seri arayüz, standart MODBUS RTU protokolü, isteğe
bağlı Profibus DP arayüzü.

AÇIKLAMA / EXPLANATION

T360C

INDICATORS

Tuna T360C is a panel type display device. Thanks to its small dimensions, it
provides an ideal solution for multi-panel display applications. The Cabinet Type
Mounting structure offers an installation space-saving structure to save money.
Powerful, optimized digital filter and fast tracking technology on high-speed
processor and anti-interference, 4-20mA/010V analog output, (optional),
embedded material transfer control, embedded setpoint comparison function,
automatic zero tracking, zero available power, Isolated RS232/RS485 serial
interface, standard MODBUS RTU protocol, optional Profibus DP interface.

Tuna T360C İndikatör

Specifications
Save installation space with
cabinet type mounting structure
New generation built-in high-
speed processor, strong on anti-
interference
Optimized digital filter and fast
tracking technology
16 bit precision DA output, 4 ~
20mA / 0 ~ 10V available
Embedded material transfer
control
Embedded Setpoint comparison
function
Automatic zero tracking available
Zero usable power
Isolated RS232 / RS485 serial
interface
Standard MODBUS RTU protocol
Optional Profibus DP interface


